
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 94-149

NPDES PERMIT NO. CA0037664

REISSUING WASTE DISCHARGE REQUIREMENTS FOR:

CITY AND COUNTY OF SAN FRANCISCO
SOUTHEAST WATER POLLUTION CONTROL PLANT

The California Regional Water Quality Control Board, San Francisco Bay Region, hereinafter
called the Board, finds that:

I. The City and County of San Francisco, hereinafter called the discharger, submitted a
report of waste discharge dated December 22, 1993 for reissuance of NPDES Permit
No. CA0037664.

2. The discharger presently discharges an average dry weather flow of 67 million gallons
per day (mgd) from its treatment plant which has a peak secondary treatment capacity
of 150 mgd. This plant treats domestic and industrial wastewater from the Southeast
and North Shore areas of San Francisco, the Bayshore Sanitary District, and a small
part of the North San Mateo County Sanitation District. All treated wastewater up to
an outfall design capacity of 100 mgd is discharged into a deepwater outfall through
Pier 80 (waste 001) to the northern portion of San Francisco Bay approximately 810
feet from shore at latitude 37 deg., 44 min., 58 sec.; longitude 122 deg., 22 min., 22
sec. The submerged diffuser is 42 feet below mean lower low water where initial
dilution exceeds 10:I.

3. During wet weather, the plant converts to the wet weather operations mode and
provides secondary treatment up to 150 MGD. During larger storms, the plant
provides an additional 60 MGD of primary-only treatment (for a total wet weather
treatment capacity up to 210 MGD). In 1996, the discharger will complete
improvements which will provide an additional 40 MGD of wet-weather primary
capacity. Thus, the total wet weather capacity will be up to 250 MGD. The wet
weather combined sewer overflows from the discharger's bayside wet weather
diversion structures are governed by a separate NPDES Permit (No. CA00386I0).
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